
Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 



Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

www.gerpaas.com 

Our company was founded in 1991 and today has become one of the most reliable manufacturers in Turkey as well 

as in the world exporting to over 30 countries. 

 

Our service is not only the considerable availability of a wide range of items in our production range and the timely 

dispatch of the purchase orders, but it also consists of technical and commercial assistance together with care and 

attention to our customersô needs.  

ʅʘʰʘ ʢʦʤʧʘʥʠʷ ʙʳʣʘ ʦʩʥʦʚʘʥʘ ʚ 1991 ʛʦʜʫ ʠ ʩʝʛʦʜʥʷ ʩʪʘʣʘ ʦʜʥʠʤ ʠʟ ʩʘʤʳʭ ʥʘʜʝʞʥʳʭ ʧʨʦʠʟʚʦʜʠʪʝʣʝʡ ʚ 

ʊʫʨʮʠʠ, ʘ ʪʘʢʞʝ ʚ ʤʠʨʝ ʵʢʩʧʦʨʪ ʚ ʙʦʣʝʝ ʯʝʤ 30 ʩʪʨʘʥʘʭ.  

 

ʅʘʰʘ ʫʩʣʫʛʘ ʷʚʣʷʝʪʩʷ ʥʝ ʪʦʣʴʢʦ ʟʥʘʯʠʪʝʣʴʥʦʝ ʥʘʣʠʯʠʝ ʰʠʨʦʢʦʛʦ ʘʩʩʦʨʪʠʤʝʥʪʘ ʪʦʚʘʨʦʚ ʚ ʥʘʰʝʤ ʘʩʩʦʨʪʠʤʝʥʪ 

ʧʨʦʜʫʢʮʠʠ ʠ ʩʚʦʝʚʨʝʤʝʥʥʫʶ ʦʪʧʨʘʚʢʫ ʟʘʢʘʟʦʚ ʥʘ ʧʦʢʫʧʢʫ, ʦʜʥʘʢʦ ʦʥʦ ʪʘʢʞʝ ʚʢʣʶʯʘʝʪ ʪʝʭʥʠʯʝʩʢʫʶ ʠ 

ʢʦʤʤʝʨʯʝʩʢʫʶ ʧʦʜʜʝʨʞʢʫ, ʘ ʪʘʢʞʝ ʟʘʙʦʪʫ ʠ ʚʥʠʤʘʥʠʝ ʢ ʧʦʪʨʝʙʥʦʩʪʷʤ ʥʘʰʠʭ ʢʣʠʝʥʪʦʚ.  

Firmamēz 1991 yēlēnda kurulmuĸ olup g¿n¿m¿zde 30ôu aĸkēn ¿lkeye yaptēĵē ihracat performansē ile T¿rkiyeônin ve 

d¿nyanēn en g¿venilir firmalarēndan birisi haline gelmiĸtir. 

 

M¿ĸterilerimize sunduĵumuz hizmetler geniĸ ¿r¿n portfºy¿m¿z ve zamanēnda teslimatlarla sēnērlē kalmayēp aynē 

zamandada teknik ve ticari konularda destek vermektir. 



Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 



Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

GE-UCAF-1 

GE-UCAF-11 

GE-UCAF-3 

GE-UCAF-8 GE-UCAF-9 GE-UCAF-10 

GE-UCAF-2 GE-UCAF-4 
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GE-UCAF-12 GE-UCAF-13 
GE-UCAF-14 GE-UCAF-15 

GE-UCAF-16 GE-UCAF-17 GE-UCAF-18 GE-UCAF-19 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

GE-UCD 

C channel, perforated, single 

C profil, delikli, tekli 

ʇʨʦʬʠʣʴ 

GE-CDOD 

C channel, perforated, back to back 

C profil, delikli, ­iftli 

ʇʨʦʬʠʣʴ 
Part No T W A L Kg/m Iy Iz 

cm4 cm4 

 

GE-CDOD-01 2,0 41 43 3000 2,80 9,4 5,4 

GE-CDOD-02 2,0 41 83 3000 4,10 31,6 15,5 

GE-CDOD-03 2,5 41 43 3000 3,50 11,1 6,2 

GE-CDOD-04 2,5 41 83 3000 5,40 37,5 18,6 

Part No T W A L Kg/m Iy Iz 

cm4 cm4 

 

GE-UCD-1 2,0 41 21 3000 1.40 1,1 4,7 

GE-UCD-2 2,5 41 21 3000 1.75 1,3 5,6 

GE-UCD-3 1,5 41 41 3000 1.60 4,9 6,1 

GE-UCD-4 2,0 41 41 3000 2.05 6,2 7,8 

GE-UCD-5 2,5 41 41 3000 2.70 7,3 9,3 

GE-UCD-6 2,5 41 83 6000 4,30 37,5 16,5 
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GE-CPC 

Cover for channel, PVC 

Profil kapaĵē, plastik 

ʆʙʣʦʞʢʘ ʜʣʷ ʢʘʥʘʣʘ, ʇɺʍ  

Support systems 

Supportage 

Tragsystemen 

ʇʦʜʜʝʨʞʢʘ ʩʠʩʪʝʤ 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

GE-UC 

C channel, non perforated 

C profil, deliksiz 

ʇʨʦʬʠʣʴ 

GE-CDO 

C channel, non-perforated, back to back 

C profil, deliksiz, ­iftli 

ʇʨʦʬʠʣʴ 

Part No T W A L Kg/m Iy Iz 

cm4 cm4 

 

GE-CDO-1 2.0 41 43 3000 3.00 9,4 5,4 

GE-CDO-2 2.0 41 83 3000 4.30 31,6 15,5 

GE-CDO-3 2.5 41 43 3000 3.75 11,1 6,2 

GE-CDO-4 2.5 41 83 3000 5.60 37,5 18,6 

A 

W 

T 

A 

W 

W 

A 

T 

L 

T 

L 

Part No T W A L Kg/m Iy Iz 

cm4 cm4 

 

GE-UC-1 2,0 41 21 3000 1.50 1,1 4,7 

GE-UC-2 2,5 41 21 3000 1.85 1,3 5,6 

GE-UC-3 1,5 41 41 3000 1.70 4,9 6,1 

GE-UC-4 2,0 41 41 3000 2.15 6,2 7,8 

GE-UC-5 2,5 41 41 3000 2.80 7,3 9,3 

GE-UC-6 2,5 41 83 6000 4,40 37,5 16,5 
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GE-CPC 

Cover for channel, PVC 

Profil kapaĵē, plastik 

ʆʙʣʦʞʢʘ ʜʣʷ ʢʘʥʘʣʘ, ʇɺʍ  

Support systems 

Supportage 

Tragsystemen 

ʇʦʜʜʝʨʞʢʘ ʩʠʩʪʝʤ 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 
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PROFILES 

                      GE-UCD                                                                     GE-UCHD 

                    GE-CDOD                                                      GE-UCHOD 

                    GE-U 
GE-CKSO 

*     dimensions are in millimeters 

**   custom dimensions available upon request 

*** available in hot dip galvanized, pregalvanized, electro galvanized, stainless steel A2 and A4 

M6 / M8 / M10 / M12 / M14 / M16 

CHANNEL ACCESSORIES 

GE-CKSO to suit all 41mm wide channels. 



Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

265 215 40 35 50 45 35 8 8 7 3000 

320 260 50 40 60 55 45 10 9 8 2750 

385 315 60 50 75 65 55 10 10 10 2500 

475 385 75 60 95 80 65 15 12 10 2250 

570 475 95 80 120 100 80 20 15 15 2000 

650 540 125 105 155 135 110 25 20 15 1750 

750 635 170 140 210 180 150 35 30 25 1500 

980 760 245 205 305 265 215 50 40 35 1250 

1100 950 375 310 410 390 320 80 65 55 1000 

1500 1250 500 415 555 520 430 145 120 105 750 

2300 1820 750 610 825 780 640 270 250 210 500 

Back-to-back Back-to-back Back-to-back Back-to-back 
Non-

perforated 
Perforated Perforated 

non- 

perforated 
Perforated Perforated 

41x41x2.5  41x41x2.0  41x21x2.5  41x21x2.0  41x41x2.5  41x41x2.5  41x41x2.0  41x21x2.5  41x21x2.5  41x21x2.0  

Span 

(mm) 

Uniformly distributed load on 2 supports  

Maximum deflection at 1/100 span  

Stress: 160 N/mmĮ  

Limit of elasticity: 21 kPA  

 

RECOMMENDED LOADS FOR STRUT CHANNELS 

Support systems 

Supportage 

Tragsystemen 

ʇʦʜʜʝʨʞʢʘ ʩʠʩʪʝʤ 

Destek sistemleri 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

GE-UCHD 

C channel, perforated, single 

C profil, delikli, tekli 

ʇʨʦʬʠʣʴ 

GE-UCHOD 

C channel, perforated, back to back 

C profil, delikli, ­iftli 

ʇʨʦʬʠʣʴ 
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Part No T W A L Kg/m Iy Iz 

cm4 cm4 

 

GE-UCHD-1 1,5 41 21 3000 1,04 0,8 3,4 

GE-UCHD-2 1,5 41 41 3000 1,52 4,4 5,8 

GE-UCHD-3 2,0 41 41 3000 2,05 5,6 7,4 

GE-UCHD-4 1.2 27 18 2000 0,65 0,4 0,9 

GE-UCHD-5 2,0 38 40 2000 2,00 5,0 6,1 

GE-UCHD-6 3,0 40 60 2000 3,85 13,5 20,0 

Part No T W A L Kg/m Iy 
 

cm4 

 

Iz 
 

cm4 

 

GE-UCHOD-1 1,5 41 43 3000 2,08 3,3 6,8 

GE-UCHOD-2 1,5 41 83 3000 3,04 19,7 11,5 

GE-UCHOD-3 2,0 41 83 3000 4,10 25,7 14,7 

Support systems 

Supportage 

Tragsystemen 

ʇʦʜʜʝʨʞʢʘ ʩʠʩʪʝʤ 

Destek sistemleri 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

GE-UCH 

C channel, non perforated 

C profil, deliksiz 

ʇʨʦʬʠʣʴ 

GE-UCHO 

C channel, non-perforated, back to back 

C profil, deliksiz, ­iftli 

ʇʨʦʬʠʣʴ 
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Part No T W A L Kg/m Iy Iz 

cm4 cm4 

 

GE-UCHO-1 1,5 41 43 3000 2,24 3,3 6,8 

GE-UCHO-2 1,5 41 83 3000 3,20 19,7 11,5 

GE-UCHO-3 2,0 41 83 3000 4,30 25,7 14,7 

Part No T W A L Kg/m Iy Iz 

cm4 cm4 

 

GE-UCH-1 1,5 41 21 3000 1,12 0,8 3,4 

GE-UCH-2 1,5 41 41 3000 1,60 4,4 5,8 

GE-UCH-3 2,0 41 41 3000 2,15 5,6 7,4 

Support systems 

Supportage 

Tragsystemen 

ʇʦʜʜʝʨʞʢʘ ʩʠʩʪʝʤ 

Destek sistemleri 

EN 

FR 

D 

RU 

TR 



Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

Part No T W A L kg 

GE-KDC-1 1,5 41 21 100 0.49 

GE-KDC-2 1,5 41 21 150 0,54 

GE-KDC-3 1,5 41 21 200 0,59 

GE-KDC-4 1,5 41 21 225 0,62 

GE-KDC-5 1,5 41 21 300 0,70 

GE-KDC-6 1,5 41 21 400 0,80 

GE-KDC-7 1,5 41 21 450 0,85 

GE-KDC-8 1,5 41 21 500 0,90 

GE-KDC-9 1,5 41 21 600 1,00 

GE-KDC-10 2,0 41 21 100 0.52 

GE-KDC-11 2,0 41 21 150 0,59 

GE-KDC-12 2,0 41 21 200 0,66 

GE-KDC-13 2,0 41 21 225 0,70 

GE-KDC-14 2,0 41 21 300 0,80 

GE-KDC-15 2,0 41 21 400 0,94 

GE-KDC-16 2,0 41 21 450 1,06 

GE-KDC-17 2,0 41 21 500 1,10 

GE-KDC-18 2,0 41 21 600 1,22 

GE- KDC 

C channel single bracket 

C profil tekli konsol 

ʂʦʥʩʦʣʴ  

GE- KDC 

C channel single bracket 

C profil tekli konsol 

ʂʦʥʩʦʣʴ  

Part No T W A L kg 

GE-KDC-19 2,0 41 41 100 0,59 

GE-KDC-20 2,0 41 41 150 0,70 

GE-KDC-21 2,0 41 41 200 0,80 

GE-KDC-22 2,0 41 41 225 0,86 

GE-KDC-23 2,0 41 41 300 1,02 

GE-KDC-24 2,0 41 41 400 1,25 

GE-KDC-25 2,0 41 41 450 1,35 

GE-KDC-26 2,0 41 41 500 1,45 

GE-KDC-27 2,0 41 41 600 1,67 

GE-KDC-28 2,0 41 41 750 1,99 

GE-KDC-29 2,0 41 41 900 2,30 

GE-KDC-30 2,5 41 41 100 0,65 

GE-KDC-31 2,5 41 41 150 0,79 

GE-KDC-32 2,5 41 41 200 0,93 

GE-KDC-33 2,5 41 41 225 0,99 

GE-KDC-34 2,5 41 41 300 1,20 

GE-KDC-35 2,5 41 41 400 1,48 

GE-KDC-36 2,5 41 41 450 1,60 

GE-KDC-37 2,5 41 41 500 1,75 

GE-KDC-38 2,5 41 41 600 2,00 

GE-KDC-39 2,5 41 41 750 2,44 

GE-KDC-40 2,5 41 41 900 2,85 

GE-KDC-41 2,5 41 41 1000 3,15 

GE-KDC-42 2,5 41 41 1200 3,68 

GE-KDC-43 2,5 41 41 1500 4,50 

45 8 

130 

13x25 

A 

W 

T 
L 

45 8 

130 

13x25 

L 

GE-CPS 

End cap for channel, PVC 

Profil sonlandērma elemanē, plastik 

Kʦʣʧʘʯʦʢ ʥʘ ʢʦʥʝʮ, ʧʣʘʩʪʠʢ 

GE- KDCY 

C channel single bracket, side welded 

C profil tekli konsol, yan kaynak 

ʂʦʥʩʦʣʴ  

Support systems 

Supportage 

Tragsystemen 

ʇʦʜʜʝʨʞʢʘ ʩʠʩʪʝʤ 

Destek sistemleri 

EN 

FR 

D 

RU 

TR 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

GE- KDCD 

C channel bracket, back to back 

C profil ­iftli konsol 

ʂʦʥʩʦʣʴ  
Part No T W A L kg 

GE-KDCD-1 1,5 41 43 100 0,59 

GE-KDCD-2 1,5 41 43 200 0,80 

GE-KDCD-3 1,5 41 43 300 1,00 

GE-KDCD-4 1,5 41 43 400 1,22 

GE-KDCD-5 1,5 41 43 500 1,43 

GE-KDCD-6 2,0 41 43 600 2,30 

GE-KDCD-7 2,0 41 43 750 2,78 

GE-KDCD-8 2,0 41 43 900 3,25 

GE-KDCD-9 2,0 41 43 100 0,66 

GE-KDCD-10 2,0 41 43 150 0,90 

GE-KDCD-11 2,0 41 43 200 1,00 

GE-KDCD-12 2,0 41 43 225 1,10 

GE-KDCD-13 2,0 41 43 300 1,33 

GE-KDCD-14 2,0 41 43 400 1,66 

GE-KDCD-15 2,0 41 43 450 1,80 

GE-KDCD-16 2,0 41 43 500 1,98 

GE-KDCD-17 2,5 41 43 600 2,78 

GE-KDCD-18 2,5 41 43 750 3,38 

GE-KDCD-19 2,5 41 43 900 3,98 

GE- KDCD 

C channel bracket, back to back 

C profil ­iftli konsol 

ʂʦʥʩʦʣʴ  

Part No T W A L kg 

GE-KDCD-20 2,0 41 83 100 0,84 

GE-KDCD-21 2,0 41 83 150 1,05 

GE-KDCD-22 2,0 41 83 200 1,25 

GE-KDCD-23 2,0 41 83 225 1,35 

GE-KDCD-24 2,0 41 83 300 1,65 

GE-KDCD-25 2,0 41 83 400 2,10 

GE-KDCD-26 2,0 41 83 450 2,30 

GE-KDCD-27 2,0 41 83 500 2,50 

GE-KDCD-28 2,0 41 83 600 2,90 

GE-KDCD-29 2,0 41 83 750 3,50 

GE-KDCD-30 2,0 41 83 900 4,15 

GE-KDCD-31 2,5 41 83 100 0,97 

GE-KDCD-32 2,5 41 83 150 1,25 

GE-KDCD-33 2,5 41 83 200 1,50 

GE-KDCD-34 2,5 41 83 225 1,65 

GE-KDCD-35 2,5 41 83 300 2,05 

GE-KDCD-36 2,5 41 83 400 2,60 

GE-KDCD-37 2,5 41 83 450 2,90 

GE-KDCD-38 2,5 41 83 500 3,15 

GE-KDCD-39 2,5 41 83 600 3,70 

GE-KDCD-40 2,5 41 83 750 4,50 

GE-KDCD-41 2,5 41 83 900 5,30 

GE-KDCD-42 2,5 41 83 1000 5,85 

GE-KDCD-43 2,5 41 83 1200 6,90 

GE-KDCD-44 2,5 41 83 1500 8,55 

45 8 
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13x25 

45 8 
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13x25 
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Support systems 

Supportage 

Tragsystemen 

ʇʦʜʜʝʨʞʢʘ ʩʠʩʪʝʤ 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

Part No T W A L kg 

GE-KDH-1 1,5 41 21 100 0,38 

GE-KDH-2 1,5 41 21 200 0,49 

GE-KDH-3 1,5 41 21 300 0,60 

GE-KDH-4 1,5 41 21 400 0,70 

GE-KDH-5 1,5 41 21 500 0,80 

GE-KDH-6 1,5 41 21 600 0,90 

GE-KDH-7 2,0 41 21 100 0,42 

GE-KDH-8 2,0 41 21 200 0,56 

GE-KDH-9 2,0 41 21 300 0,70 

GE-KDH-10 2,0 41 21 400 0,84 

GE-KDH-11 2,0 41 21 500 1,00 

GE-KDH-12 2,0 41 21 600 1,12 

GE- KDH 

C channel single bracket 

C profil tekli konsol 

ʂʦʥʩʦʣʴ  

GE- KDH 

C channel single bracket 

C profil tekli konsol 

ʂʦʥʩʦʣʴ  

Part No T W A L kg 

GE-KDH-13 1,5 41 41 100 0,43 

GE-KDH-14 1,5 41 41 200 0,58 

GE-KDH-15 1,5 41 41 300 0,73 

GE-KDH-16 1,5 41 41 400 0,88 

GE-KDH-17 1,5 41 41 500 1,03 

GE-KDH-18 1,5 41 41 600 1,18 

GE-KDH-19 2,0 41 41 100 0,49 

GE-KDH-20 2,0 41 41 200 0,69 

GE-KDH-21 2,0 41 41 300 0,90 

GE-KDH-22 2,0 41 41 400 1,10 

GE-KDH-23 2,0 41 41 500 1,30 

GE-KDH-24 2,0 41 41 600 1,50 

GE-KDH-25 2,0 41 41 750 1,82 

GE-KDH-26 2,0 41 41 900 2,12 

45 6 
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13x25 

45 6 

130 

13x25 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

GE-KDHD 

C channel bracket, back to back 

C profil ­iftli konsol 

ʂʦʥʩʦʣʴ  

Part No T W A L kg 

GE-KDHD-1 1,5 41 43 100 0,59 

GE-KDHD-2 1,5 41 43 200 0,80 

GE-KDHD-3 1,5 41 43 300 1,00 

GE-KDHD-4 1,5 41 43 400 1,22 

GE-KDHD-5 1,5 41 43 500 1,43 

GE-KDHD-6 1,5 41 43 600 1,64 

GE-KDHD-7 2,0 41 43 100 0,66 

GE-KDHD-8 2,0 41 43 200 0,94 

GE-KDHD-9 2,0 41 43 300 1,22 

GE-KDHD-10 2,0 41 43 400 1,50 

GE-KDHD-11 2,0 41 43 500 1,78 

GE-KDHD-12 2,0 41 43 600 2,06 

GE- KDHD 

C channel bracket, back to back 

C profil ­iftli konsol 

ʂʦʥʩʦʣʴ  

Part No T W A L kg 

GE-KDHD-13 1,5 41 83 100 0,73 

GE-KDHD-14 1,5 41 83 200 1,00 

GE-KDHD-15 1,5 41 83 300 1,33 

GE-KDHD-16 1,5 41 83 400 1,63 

GE-KDHD-17 1,5 41 83 500 1,95 

GE-KDHD-18 1,5 41 83 600 2,25 

GE-KDHD-19 2,0 41 83 100 0,84 

GE-KDHD-20 2,0 41 83 200 1,25 

GE-KDHD-21 2,0 41 83 300 1,66 

GE-KDHD-22 2,0 41 83 400 2,07 

GE-KDHD-23 2,0 41 83 500 2,48 

GE-KDHD-24 2,0 41 83 600 2,90 

GE-KDHD-25 2,0 41 83 750 3,50 

GE-KDHD-26 2,0 41 83 900 4,12 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

GE-EXTR 

Support for bracket 

Konsol destek 

ʂʨʦʥʰʪʝʡʥ ʧʦʜʜʝʨʞʢʠ 

Part No T W A L kg 

GE-EXTR-1 5 40 200 280 0,50 

GE-EXTR-2 5 40 270 380 0,67 

GE-EXTR-3 5 40 350 495 0,86 

GE-HBR 

Hook bracket 

Kanca tipi konsol 

ʂʦʥʩʦʣʴ 

Part No T W A L kg 

GE-HBR-20 6 25 100 40 0.30 

GE-HBR-30 6 50 100 40 0.60 

W 

L 

A 

W 

A 

L 

GE-BRCC-1 

Custom bracket 

¥zel konsol 

ʂʨʦʥʰʪʝʡʥ ʧʦʜʜʝʨʞʢʠ 

GE-BRCC-2 

Custom bracket 

¥zel konsol 

ʂʨʦʥʰʪʝʡʥ ʧʦʜʜʝʨʞʢʠ 

GE-BRCC-3 

Custom bracket 

¥zel konsol 

ʂʨʦʥʰʪʝʡʥ ʧʦʜʜʝʨʞʢʠ 
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

Part No T W A L kg 

GE-KDU-1 2 30 30 100 0,63 

GE-KDU-2 2 30 30 200 0,76 

GE-KDU-3 2 30 30 300 0,89 

GE-KDU-4 2 30 30 400 1,00 

GE-KDU-5 2 30 30 500 1,15 

GE-KDU-6 2 30 30 600 1,28 

GE-KDU-7 2 30 30 750 1,48 

GE-KDU-8 2 30 30 900 1,67 

GE-KDU-9 3 40 40 100 0,76 

GE-KDU-10 3 40 40 200 1,00 

GE-KDU-11 3 40 40 300 1,28 

GE-KDU-12 3 40 40 400 1,54 

GE-KDU-13 3 40 40 500 1,80 

GE-KDU-14 3 40 40 600 2,00 

GE-KDU-15 3 40 40 750 2,40 

GE-KDU-16 3 40 40 900 2,85 

GE-KDU-17 3 40 40 1200 3,60 

GE-KDU 

U konsol  

U bracket 

ʂʦʥʩʦʣʴ  

T 

W 

A 

130 

Part No T W A L kg 

GE-KDL-1 2 30 30 200 0,55 

GE-KDL-2 2 30 30 300 0,65 

GE-KDL-3 2 30 30 400 0,74 

GE-KDL-4 2 30 30 500 0,82 

GE-KDL-5 2 30 30 600 0,91 

GE-KDL-6 3 40 40 100 0,55 

GE-KDL-7 3 40 40 200 0,72 

GE-KDL-8 3 40 40 300 0,90 

GE-KDL-9 3 40 40 400 1,07 

GE-KDL-10 3 40 40 500 1,25 

GE-KDL-11 3 40 40 600 1,43 

GE-KDL-12 3 40 40 750 1,70 

GE-KDL-13 3 40 40 900 1,95 

GE-KDL-14 3 40 40 1200 2,48 

GE-KDL 

L konsol  

L bracket 

ʂʦʥʩʦʣʴ  
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Material options: Stainless steel AISI  304 (L) (A2) / AISI 316 (L) (A4), ST-37-42 Mild Steel, Corten A, Pregalvanized steel, Aluminum 

Finish options   : Hot Dip Galvanized to EN 1461, Electrogalvanized to TS 149, Electrostatic Paint Coated, Prime coated 

Part No T W A L kg 

GE-KA-5 1,5 40 60 80 0,11 

GE-KA-7 1,5 40 60 100 0,14 

GE-KA-10 1,5 40 60 130 0,18 

GE-KA-12 1,5 40 60 150 0,22 

GE-KA-15 1,5 40 60 180 0,25 

GE-KA-20 1,5 40 60 230 0,32 

GE-KA-22 1,5 40 60 255 0,35 

GE-KA-25 1,5 40 60 280 0,38 

GE-KA-30 1,5 40 60 330 0,45 

GE-KA-40 2,0 40 75 440 0,86 

GE-KA-45 2,0 40 75 480 0,96 

GE-KA-50 2,0 40 75 530 1,06 

GE-KA-60 2,0 40 75 630 1,20 

GE-KA-75 2,0 40 75 780 1,56 

GE-KA-90 2,0 40 75 930 1,86 

GE-KAA 

Hanger bracket 

Askē konsolu 

ʂʦʥʩʦʣʴ  

50 

Part No T W A L kg 

GE-KAA-10 1,5 50 60 140 0,21 

GE-KAA-15 1,5 50 60 190 0,28 

GE-KAA-20 1,5 50 60 240 0,36 

GE-KAA-22 1,5 50 60 265 0,40 

GE-KAA-30 2,0 50 75 340 0,75 

GE-KAA-40 2,0 50 75 440 0,98 

GE-KAA-45 2,0 50 75 490 1,10 

GE-KAA-50 2,5 50 90 540 1,64 

GE-KAA-60 2,5 50 90 640 1,95 

GE-KAA-75 3,0 50 90 790 2,85 

GE-KAA-90 3,0 50 90 940 3,40 
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Hanger bracket 

Askē konsolu 
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